Branch Condition Report
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Pavement Database: NetworkID: Gustavus
Number of| Sum Section |Avg Section True Area PCI Weighted
Branch ID Sections Length Width (SqFt) Use Average Standard Average
(Ft) (Ft) PCI Deviation PCI

100 (Taxiway A) 1 300.00 50.00 20,215.00 TAXIWAY 72.00 0.00 72.00
1200 (Taxilane) 1 1,323.00 95.00 125,685.00 TAXIWAY 11.00 0.00 11.00
200 (Taxiway B) 1 300.00 50.00 20,623.00 TAXIWAY 76.00 0.00 76.00
300 (Taxiway C) 1 1,016.00 176.00 183,273.00 TAXIWAY 83.00 0.00 83.00
400 (Taxiway D) 1 1,378.00 25.00 37,700.00 TAXIWAY 88.00 0.00 88.00
4100 (Terminal Apron) 2 1,273.50 368.50 877,759.02 APRON 89.50 6.50 83.05
4200 (General Aviation Apron) 4 2,237.00 94.25 295,466.01 APRON 70.25 23.93 75.54
500 (Taxiway E) 1 755.00 25.00 19,585.00 TAXIWAY 88.00 0.00 88.00
610 (Cross Taxiway) 2 295.00 60.00, 18,750.00 TAXIWAY 81.00 10.00 77.88
6100 (Runway 11-29) 6 20,160.00 50.00 1,008,000.03 RUNWAY 94.00 4.55 95.95
6200 (Runway 2-20) 1 3,010.00 60.00 180,600.00 RUNWAY 75.00 0.00 75.00
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Arithmetic Average Weighted
Use Number Total Average PCI Average
of Area PCI STD. PCI
Category Sections (SqFt)

APRON 6 1,173,225.03 76.67 21.87 81.16
RUNWAY 7 1,188,600.03 91.29 7.87 92.77
TAXIWAY 8 425,831.01 72.50 24.32 61.34

All 21 2,787,656.07 79.95 21.20 83.08




